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/ Indicator

BE001
/ Size and Capacity

1 

Specifications 

Power supply

Maximum power
Display
Signal input range
Recommended excitation
Acquisition frequency
Zero drift
Span drift
Linearity
Digital input
Output signal

Output signal

A/D accuracy
Communication port
Storage temperature
Working temperature

midity
Ingress protection
Weight

/Technique

180...240V AC
/Option 24V DC

10W
7 LED
-20 ... 20mV
5VDC
200 Z
<0.02uV/°C
±3PPM/°C
0.003%F.S.
2DI
3DO

0...10V, 4...20mA
/Option Profibus DP

16bit
RS232, RS485
-30°C ... +60°C
-10°C ... +40°C

90%R
IP65
13kg

Explosion proof: Exd [ib IIC] IIB T6
Compact Panel Mount structure, save
installation space
New generation of embedded high speed 
processor, strong on anti-interference
Optimized digital filter and quick following 
technology
4 ~ 20mA / 0 ~ 10V analog out available
Over/under limit alarming
Embedded material transfer control
Embedded Setpoint comparison function
Check-weigh control
Auto zero tracking available
Power-up zero available
Isolated RS232 / RS485 serial interface
Standard MODBUS RTU protocol
220VAC power supply (24VDC available)

Exd [ib IIC] IIB T6

16 DA 4~20mA / 0~10V 

RS232/RS485 
MODBUS RTU 

220VAC DC24V 
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